
  

Printing
specification:

CMYK colour mode
Vector files preferably

300dpi for rasters

Tube  
The following print guide has been prepared for your graphic designer, however should you not have
a graphic designer, Flashbay is happy to lay out your artwork and/or text which you can email
to your Flashbay account manager. Having submitted your artwork to Flashbay, you will receive a virtual
PDF for your review. We can make modifications thereafter as requested.

Branding Area designated by 

| Print Guidelines

80m
m

80mm

60m
m

TU01

Crew (CW) 

Rondo (RD)

80mm

Nova (NV750)

Nova Pure (NVP750)

160m
m

55m
m

TU04

80mm

Ecosip (EP)

Aqualok Metal (QLM500)

105m
m

55m
m

TU02

80mm

Adventure (AD550)

Aqualok Metal (QLM)

Fit (FI750)

Refresh (RH750)

Pacific (PF500)

Aqualok (QL750)

Aqualok Infuse (QLI750)

160m
m

55m
m

TU05

80mm

Pacific (PF750)

Traveler (TL750)

Wave (WV750)

Shaker (SK750)

Nova Bamboo (NVB)

150m
m

50m
m

TU06

80mm

Refresh (RH500)

Fit (FI500)

Aqualok (QL500)

Aqualok Infuse (QLI500)

150m
m

50m
m

TU07
80mm

Traveler (TL500)

Wave (WV500)

145m
m

45m
m

TU08
80mm

Nova (NV260)

Nova Clear (NVC400)

Nova Pure (NVP260)

130m
m

45m
m

TU10
80mm

Nova (NV500)

Nova Clear (NVC650)

Vita (VA750)

Nova Pure (NVP500)

Stratus (STR)

145m
m

45m
m

TU09

Nova (NV1000)

Nova Pure (NV1000)

170m
m

80mm

TU12

60m
m

Aroma (AM)

Metro (MTR300)

Tastie (TT)

115m
m

80mm

TU13

60m
m

Metro (MTR450)

Metro (MTR650)

Metro Bamboo (MTRB500)

TU14

130m
m

80mm

60m
m

Vita (VA400)

120m
m

70mm

45m
m

TU11


